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Specifications: 

DDiiggiittaall  VViiddeeoo RReeccoorrddeerr 

Video Input  32 BNC Connectors (NTSC/PAL auto detect) 

Video Output Monitor (Mux) 4 BNC Connectors & 1 VGA 

Video Compression MPEG4 & JPEG 

Display Speed 960/800ips (NTSC/ PAL) 

Display Resolution D1 (4CIF), Half (2CIF), CIF 

Display Multi Screen 1, 4, 9, 16 Channel 

Recording Speed 960/800ips (NTSC/ PAL) at Half (2CIF) 

Recording Resolution D1 (4CIF), Half (2CIF), CIF 

Recording Multi Screen 1, 4, 9, 16 Channel 

Sensor Input/ Relay Output    16 Inputs/ 4 Outputs, Configurable NO/NC 

System Control Key Buttons, Remote Client, IR Remote, Keyboard Controller 

PTZ Control RS-485/ RS-232 

Audio Input 4 Channel RCA 

Audio Output 1 Channel RCA 

Display Brightness, Contrast & Covert Feature 

Camera Title 22 Characters per Channel 

Recording Mode Manual (Emergency), Alarm (Pre/ Post), Schedule 

Recording Quality 5 Levels of Compression Rate/ Record Frame Rate Adjustment 

Per/ Post Recording 5 seconds/ 60 seconds 

Motion Detection 22 x 15 (NTSC)/ 22 x 18 (PAL) Grid 

Search Mode Date/ Time, Log, Text, Smart 

Playback Mode Forward, Reverse, Pause, 1x, 2x, 4x, 8x, 16x, 32x, 64x 

Multiplex Function Simultaneous Live Display/ Playback/ Record, Remote Monitoring/ Playback 

Alarm Notification Automatic E-mail, Internal Buzzer, Relay-out. Pop-up Screen, Network Event 

File System Intelligent Power Failure Recovery 

Watermark Yes 

Password Protection 2 Level (Admin/ User) 

Backup DVD Writer (DVD-R 4.7G Media), eSATA, USB, R-HDD, Network 

Serial Interface 2 RS-232, 2 RS-485 

Storage 2 Internal HDD + 2 Hot-Swappable SATA HDD 

Network LAN, WAN, TCP/IP, ARP, ICMP, DHCP, PPPoE, WESP, UDP, FTP, SNTP 

Remote Control Software Application: Control Center Lite, Functions: Monitor, Search, Playback, 
Backup, Event Monitor, PTZ 

Operating System Embedded Linux 

Temperature  Operation: 5°C ~ 40°C; Storage: - 25°C ~ 70°C 

Relative Humidity Operation: 93% RH Below; Storage: 95% RH Below 

Dimensions (W x D x H) 445mm x 388mm x 88mm 

Weight (kg)  10.3 kg  

Power Consumption     Max 85W, Typical 60W, AC 100-240V, 50/60Hz 

Total Integration Solution & API     Control Center, WinDVrS WESP SDK 
* Specifications are subject to change without notice 
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